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CAPACITORS RACKS
for 400 V supply

CAR 9670 CAR 9770 CAR 9800

CAR 9670
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Weight
kg S/N

kvar A I II III
CAR 9670 - 25/1 - 400 V 25 36 25 36 MX025201
CAR 9670 - 50/1 - 400 V 50 72 50 42 MX050201
CAR 9670 - 50/2 - 400 V 50 72 25 25 46 MX050202
CAR 9670 - 100/1 - 400 V 100 144 100 62 MX100201
CAR 9670 - 100/2 - 400 V 100 144 33,3 66,6 65 MX100202

CAR 9670 HG N₂ - FILLED CAPACITORS
CAR 9670 HG  - 25/1 - 400 V 25 36 25 36 MH025201
CAR 9670 HG  - 50/1 - 400 V 50 72 50 42 MH050201
CAR 9670 HG  - 50/2 - 400 V 50 72 25 25 46 MH050202
CAR 9670 HG  - 100/1 - 400 V 100 144 100 62 MH100201
CAR 9670 HG  - 100/2 - 400 V 100 144 33,3 66,6 65 MH100202

CAR 9770
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Weight
kg S/N

kvar A I II III
CAR 9770 - 100/1 - 400 V 100 144 100 70 MY100201
CAR 9770 - 150/2 - 400 V 150 216 50 100 96 MY150202
CAR 9770 - 200/2 - 400 V 200 288 100 100 117 MY200202
CAR 9770 - 200/3 - 400 V 200 288 33,3 66,6 100 125 MY200203

CAR 9770 HG N₂ - FILLED CAPACITORS
CAR 9770 HG - 100/1 - 400 V 100 144 100 70 MJ100201
CAR 9770 HG - 150/2 - 400 V 150 216 50 100 96 MJ150202
CAR 9770 HG - 200/2 - 400 V 200 288 100 100 117 MJ200202
CAR 9770 HG - 200/3 - 400 V 200 288 33,3 66,6 100 125 MJ200203

CAR 9800
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Weight
kg S/N

kvar A I II III
CAR 9800 - 100/1 - 400 V 100 144 100 70 MT100201
CAR 9800 - 150/2 - 400 V 150 216 50 100 96 MT150202
CAR 9800 - 200/2 - 400 V 200 288 100 100 117 MT200202
CAR 9800 - 200/3 - 400 V 200 288 33,3 66,6 100 125 MT200203

CAR 9800 HG N₂ - FILLED CAPACITORS
CAR 9800 HG - 100/1 - 400 V 100 144 100 70 MV100201
CAR 9800 HG - 150/2 - 400 V 150 216 50 100 96 MV150202
CAR 9800 HG - 200/2 - 400 V 200 288 100 100 117 MV200202
CAR 9800 HG - 200/3 - 400 V 200 288 33,3 66,6 100 125 MV200203
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HIGH-LINEARITY INDUCTORS FOR HARMONICS

LH 25 LH 50 LH 100
S/N: RR025ZZ1 S/N: RR050ZZ1 S/N: RR100ZZ1

LH 100/2
S/N: RR100ZZ2

TECHNICAL FEATURES

•	 Indoor installation
•	 IP00 protection degree with locked door
•	RAL 7035 color
•	3P/3W supply
•	Maximum ambient temperature: 40°C
•	Protection made with NH00 fuses
•	EPCOS resin-filled capacitors 
•	EPCOS N₂-filled capacitors for HG series
•	HD 3-phase contactors with pre-charge resistors
•	Voltage of auxiliary circuits: 110 V, 50 Hz
•	High-linearity inductors with a detuning frequency of
   189 Hz (p=7%)
•	Total losses: 5 W/kvar

MOUNTING

The racks are supplied with special sliding guides, in order to 
ensure a good robustness. The guides may be fixed to the 
transoms inside the electrical panel.

These racks are suitable for panel having the following 
dimensions:
Width: mm 600 - Depth: mm 600: CAR 9670
Width: mm 800 - Depth: mm 800: CAR 9760
Width: mm 800 - Depth: mm 1000: CAR 9800

CE CERTIFICATION - Standards:
CEI EN 61439 - 1/2, CEI EN 61921 - 1, CEI EN 60831 - 1/2


