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AUTOMATIC PFC SYSTEMS 
for 400 V supply

RAM 2850 RAM 2950

• DIMENSIONS (mm):  W = 430    H = 650    D = 280 • DIMENSIONS (mm):  W = 510    H = 775    D = 280

RAM 2850
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Steps
Number

Weight
kg S/N

kvar A I II III IV
 RAM 2850 - 30 - 400 V 30 (60) 43 5(+5+5+5) 10(+5+5) 15(+5) 6 20,2 AR030231
 RAM 2850 - 35 - 400 V 35 (60) 50 5(+5+5+5) 10(+5+5) 20 7 20,6 AR035231
 RAM 2850 - 37,5 - 400 V 37,5 (55) 54 2,5(+2,5) 5(+5) 10(+5+5) 20 15 21 AR037231
 RAM 2850 - 40 - 400 V 40 (60) 58 10(+5+5) 10(+5+5) 20 4 21 AR040231
 RAM 2850 - 45 - 400 V 45 (60) 65 5(+5) 10 10(+5+5) 20 9 22,2 AR045231
 RAM 2850 - 50 - 400 V 50 (60) 72 10(+5+5) 20 20 5 22,8 AR050231
 RAM 2850 - 55 - 400 V 55 (60) 79 5(+5) 10 20 20 11 23 AR055231

RAM 2850 - 60 - 400 V 60 86 10 10 20 20 6 23,4 AR060230

RAM 2850 - 37,5 - 415 V 37,5 50 7,5 15 15 5 23,5 AR037330
RAM 2850 - 50 - 415 V 50 67 12,5 12,5 25 4 24,5 AR050330
RAM 2850 - 65 - 415 V 65 87 13 26 26 5 26 AR065330

 RAM 2850 - 45 - 440 V 45 (52,5) 54 7,5 15 22,5(7,5) 6 21,5 AR045431
 RAM 2850 - 52,5 - 440 V 52,5 (60) 62 7,5(+7,5) 15 30 7 22,3 AR052431
 RAM 2850 - 60 - 440 V 60 (75) 71 15 15(+15) 30 4 22,5 AR060431

RAM 2850 - 75 - 440 V 75 89 15 30 30 5 23 AR075430

RAM 2850 HG N₂ - FILLED CAPACITORS
RAM 2850 HG    - 12,5 - 400 V 12,5 18 3,125 3,125 6,25 4 21,6 AS012230
RAM 2850 HG    - 15 - 400 V 15,6 22 3,125 6,25 6,25 5 21,8 AS015230
RAM 2850 HG    - 20 - 400 V 21,8 31 3,125 6,25 12,5 7 22 AS020230
RAM 2850 HG    - 28 - 400 V 28 40 3,125 6,25 6,25 12,5 9 24,6 AS028230
RAM 2850 HG    - 35 - 400 V 34,3 49 3,125 6,25 12,5 12,5 11 24,8 AS035230
RAM 2850 HG    - 47 - 400 V 47 67 3,125 6,25 12,5 25 15 25,4 AS047230
RAM 2850 HG    - 50 - 400 V 50 72 6,25 6,25 12,5 25 8 26 AS050230
RAM 2850 HG    - 56 - 400 V 56 80 6,25 12,5 12,5 25 9 26,2 AS056230
RAM 2850 HG    - 62,5 - 400 V 62,5 90 12,5 25 25 5 24,4 AS062230

RAM 2950
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Steps
Number

Weight
kg S/N

kvar A I II III IV
 RAM 2950 - 68,5 - 400 V 68,5 (87,5) 99 6,25 (+6,25) 12,5 (+12,5) 25 25 11 33,5 AT068231
 RAM 2950 - 75 - 400 V 75 (87,5) 108 12,5 12,5 (+12,5) 25 25 6 35 AT075231
 RAM 2950 - 87,5 - 400 V 87,5 (100) 126 12,5 25 25 25 (+12,5) 7 40 AT087231

RAM 2950 - 100 - 400 V 100 144 12,5 25 25 37,5 8 42 AT100230

RAM 2950 - 75 - 415 V 75 104 15 30 30 5 36,2 AT075330
RAM 2950 - 90 - 415 V 90 125 15 15 30 30 6 38 AT090330
RAM 2950 - 105 - 415 V 105 146 15 30 30 30 7 40 AT105330
RAM 2950 - 120 - 415 V 120 167 15 30 30 45 8 41,8 AT120330

 RAM 2950 - 67,5 - 440 V 67,5 (90) 80 7,5 (+7,5) 15 (+15) 15 30 9 36,2 AT067431
 RAM 2950 - 82,5 - 440 V 82,5 (105) 98 7,5 (+7,5) 15 (+15) 30 30 11 37 AT082431
 RAM 2950 - 90 - 440 V 90 (105) 107 15 15 (+15) 30 30 6 38 AT090431
 RAM 2950 - 105 - 440 V 105 (120) 125 15 30 30 30 (+15) 7 40 AT105431

RAM 2950 - 120 - 440 V 120 142 15 30 30 45 8 41 AT120430

RAM 2950 HG N₂ - FILLED CAPACITORS
RAM 2950 HG   - 68,5 - 400 V 68,5 99 6,25 12,5 25 25 11 35,5 AV068230
RAM 2950 HG   - 75 - 400 V 75 108 12,5 12,5 25 25 6 35,6 AV075230
RAM 2950 HG   - 87,5 - 400 V 87,5 126 12,5 25 25 25 7 36,5 AV087230
RAM 2950 HG   - 100 - 400 V 100 144 25 25 25 25 4 37,5 AV100230

TECHNICAL FEATURES

• Indoor installation
• IP30 protection degree with locked door
• RAL 7035 color
• 3P/3W supply
• Top cable entry
• Protection switch
• Protection with NH00 fuses
• PF controller VARACTOR 180
• EPCOS resin-filled capacitors
• EPCOS N₂-filled capacitors for HG series
• HD 3-phase contactors with pre-charge resistors, powered by 

SUPERTEC

EXPANDABILITY

The powers between the brackets are the maximum powers that 
can be reached with the expandabilty. The  flag means that the 
system can be expanded. 

ON REQUEST:

• IP 54 Solution: S/N: A       5  
 RAM 2850 - Dimensions (mm): W = 600   H = 800   D = 250
 RAM 2950 - Dimensions (mm): W = 600   H = 1000 D = 250
• Expandability Kit 5kvar - 400 V
 Kap 5 - 400 V
 S/N: EX0052PZ
• Expandability Kit 6,25kvar - 400 V
 Kap 6,25 - 400 V
 S/N: EX0062PZ
• Expandability Kit 12,5kvar - 400 V
 Kap  12,5 - 400 V
 S/N: EX0122PZ
• Expandability Kit 7,5kvar - 440 V
 Kap 7,5 - 440 V
 S/N: EX0074PZ
• Expandability Kit 15kvar - 440 V
 Kap 15 - 440 V
 S/N: EX0154PZ

CE CERTIFICATION - Standards:
CEI EN 61439 - 1/2, CEI EN 61921 - 1, CEI EN 60831 - 1/2


