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AUTOMATIC PFC SYSTEMS 
for 400 V ÷ 440 V supply

RAM 7700

TECHNICAL FEATURES

• Indoor installation
• IP30 protection degree with locked door
• Dimensions (mm): W = 800  H = 2100  D = 800
• RAL 7035 color
• 3P/3W supply
• Top cable entry
• Protection switch
• Removable racks
• Protection with NH00 fuses
• EPCOS resin-filled capacitors
• EPCOS N₂-filled capacitors for HG series
• HD 3-phase contactors with pre-charge resistors, powered 

by SUPERTEC
• Forced ventilation
• PF controller VARACTOR 650 S
• Alarm contact for remote reporting

EXPANDABILITY

The  flag means that the system can be expanded. 
The system can be expanded by adding a rack: the system is 
already provided with auxiliary and power cables, sliding guides 
and the switch is rated for the added power.

ON REQUEST:

• IP 54 Solution: S/N: F      5 

• Expandability: (with a rack of 225 kvar max):
 S/N: F       1

CE CERTIFICATION - Standards:
CEI EN 61439 - 1/2, CEI EN 61921 - 1, CEI EN 60831 - 1/2

AUTOMATIC PFC SYSTEMS 
for 400 V ÷ 440 V supply

RAM 7700 HG DYNAMIC

RAM 7700
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Steps
Number

Weight
kg S/N

kvar A I II III IV V VI
 RAM 7700 - 525 - 400 V 525 756 75 75 75 75 75 150 7 300 FA525230
 RAM 7700 - 600 - 400 V 600 864 75 75 75 75 150 150 8 310 FA600230
 RAM 7700 - 675 - 400 V 675 972 75 75 75 150 150 150 9 320 FA675230

RAM 7700 - 750 - 400 V 750 1080 75 75 150 150 150 150 10 350 FA750230
RAM 7700 - 825 - 400 V 825 1188 75 150 150 150 150 150 11 360 FA825230
RAM 7700 - 900 - 400 V 900 1296 75 75 150 150 150 300 12 370 FA900230

RAM 7700 HG N₂ - FILLED CAPACITORS
 RAM 7700 HG   - 525 - 400 V 525 756 75 75 75 75 75 150 7 270 FC525230
 RAM 7700 HG   - 600 - 400 V 600 864 75 75 75 75 150 150 8 280 FC600230
 RAM 7700 HG   - 675 - 400 V 675 972 75 75 75 150 150 150 9 290 FC675230

RAM 7700 HG   - 750 - 400 V 750 1080 75 75 150 150 150 150 10 330 FC750230
RAM 7700 HG   - 825 - 400 V 825 1188 75 150 150 150 150 150 11 340 FC825230
RAM 7700 HG   - 900 - 400 V 900 1296 75 75 150 150 150 300 12 350 FC900230

RAM 7700 HG 
DYNAMIC

N₂ - FILLED CAPACITORS
Nominal
Power

Nominal
Current

BANKS POWER 
kvar

Steps
Number

Weight
kg S/N

kvar A I II III IV V VI

RAM 7700 HG Dy   - 175 - 400 V 175 252 25 50 50 50 7 270 FF175230
RAM 7700 HG Dy   - 200 - 400 V 200 288 25 25 50 50 50 8 300 FF200230
RAM 7700 HG Dy   - 225 - 400 V 225 324 25 50 50 50 50 9 330 FF225230
RAM 7700 HG Dy   - 250 - 400 V 250 360 50 50 50 50 50 5 360 FF250230
RAM 7700 HG Dy   - 300 - 400 V 300 432 50 50 50 50 50 50 6 390 FF300230
RAM 7700 HG Dy   - 350 - 400 V 350 504 50 50 50 50 50 100 7 420 FF350230
RAM 7700 HG Dy   - 400 - 400 V 400 576 50 50 50 50 100 100 8 450 FF400230

• Indoor installation
• IP30 protection degree with locked door
• Dimensions (mm): W = 800  H = 2100  D = 800
• RAL 7035 color
• 3P/3W supply
• Top cable entry
• Protection switch
• Removable racks
• Protection with NH00 fuses
• EPCOS N₂-filled capacitors for HG series
• Thyristor modules for capacitors switching
• Forced ventilation
• PF controller BR7000-I-TH: 
 •  LCD display with integrated power analyzer

 •  Measurements of:
  •  Voltage
  •  Current
  •  Frequency
  •  Reactive Power
  •  Active Power
  •  Cos ϕ
  •  Harmonic Currents
 •  Capacitors real current
 •  Total switchings for each bank
 •  Temperature sensor for the fan control
 •  Maximum switching frequency: 10 Hz

TECHNICAL FEATURES

ON REQUEST:

• IP 54 Solution: S/N:  F F     5  CE CERTIFICATION - Standards:
CEI EN 61439 - 1/2, CEI EN 61921 - 1, CEI EN 60831 - 1/2


